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Descrizione DescriptionArt.

TERMOMETRI  BIMETALLICI  MOD TB/45
Quadrante ø mm 100. Caratteristiche generali: cu-
stodia in lamiera stampata e zincata, fascia cromata, 
quadrante a fondo bianco con graduazione in nero.
Indice in acciaio brunito. Elemento sensibile in lamina 
bimetallica avvolta a spirale semplice. Gambo poste-
riore in acciaio inox, ø 8 mm, con attacco filettato 
maschio 1/2'’ gas. Precisione 2% d.f.s.
Peso netto approssimato kg 0,25

       Scala °C                   Lungh. gambo post
 0+60  10 cm
 0+60  20 cm
 0+60  30 cm
 0+60  40 cm
 0+120  10 cm
 0+120  20 cm
 0+120  30 cm
 0+120  40 cm 
 0+200  10 cm
 0+200  20 cm
 0+200  30 cm
 0+200  40 cm
 0+200  50 cm
 0+300  10 cm
 0+300  20 cm
 0+300  30 cm
 0+300  40 cm 
 0+300  50 cm
 0+400  10 cm
 0+400  20 cm
 0+400  30 cm
 0+400  40 cm 
 0+400  50 cm
 0+500  10 cm
 0+500  20 cm
 0+500  30 cm
 0+500  40 cm 
 0+500  50 cm
Maggiorazione per 1 cm di gambo oltre le misure
standard sopra riportate, per lunghezza a richiesta.

TERMOMETRI BIMETALLICI 
MOD. TB/45
Quadrante ø mm 150.Caratteristiche generali: come 
modello con quadrante ø mm 100.Peso netto appross.  
kg 0,50

      Scala °C            Lungh. gambo post
 0+200 30 cm
 0+300 30 cm
 0+400 30 cm
 0+500 30 cm
Scala e lunghezza gambo a richiesta.
 

40CI2229
40CI2229/1
40CI2229/2
40CI2229/3
40CI2230
40CI2231
40CI2231/1
40CI2231/2
40CI2243
40CI2244
40CI2245
40CI2246
40CI2247
40CI2259
40CI2260
40CI2261
40CI2262
40CI2263
40CI2274
40CI2275
40CI2276
40CI2277
40CI2278
40CI2288
40CI2289
40CI2290
40CI2291
40CI2292
40CI2293/R

40CI2300
40CI2301
40CI2302
40CI2303
40CI2304/R

BIMETALLIC THERMOMETERS MOD. TB/45
ø 100 mm dial. General features: case in pressed 
galvanised sheet metal, chromium-plated strip, dial 
with white face and black graduations.
Burnished steel index. Sensitive element in bimetallic 
lamina, wound in a simple coil. Rear shank in stainless 
steel, ø 8 mm, with 1/2" threaded gas coupling. Preci-
sion 2% of full scale.
Approx. net weight 0.25 kg.

 °C Scale  Rear shank length
 0+60 10 cm
 0+60 20 cm
 0+60 30 cm
 0+120 40 cm
 0+120 10 cm
 0+120 20 cm
 0+120 30 cm
 0+120 40 cm
 0+200 10 cm
 0+200 20 cm
 0+200 30 cm
 0+200 40 cm
 0+200 50 cm
 0+300 10 cm
 0+200 20 cm
 0+300 30 cm
 0+300 40 cm
 0+300 50 cm
 0+400 10 cm
 0+400 20 cm
 0+400 30 cm
 0+400 40 cm
 0+400 50 cm
 0+500 10 cm
 0+500 20 cm
 0+500 30 cm
 0+500 40 cm
 0+500 50 cm
Extra charge for every 1 cm of shank over or under 
the above standard sizes, for personalised lengths.

BIMETALLIC THERMOMETERS
MOD TB 45 
ø 150 mm dial. General features: same as model with 
ø 100 mm dial. Approx. net weight 0.50 kg

 °C Scale Rear shank length
 0+200 30 cm
 0+300 30 cm
 0+400 30 cm
 0+500  30 cm
Scale and shank length on request.

TB/45 ø 150 mmTB/45 ø 100 mm


